
SINTRA SQ
Aplique con LED integrado

Temperatura en grados K:
3000°/4000°/6500°

Acabado: Brillante Material: AceroColor: Blanco

Potencia
eléctrica: 45W 

Eficiencia en lm/W:
75 lm/W
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DIMENSIONES

EAN

Descripción del producto

Material 

Medidas

Aplique con LED integrado

6618

7798413221183

200-240V

Acero

Blanco brillante

Eficiencia

Alimentación

480 x 480 x 50 mm

Frecuencia 50/60 Hz

Temperatura de Color (CCT) 3000 K  I  4000 K  I  6500 K

Potencia 45 W

75 lm/W

Ángulo de apertura 121°

IP

Factor de Potencia 0,55

CRI 85

UGR < 20

Garantía 1 año

20

Luminaria 3360 lm

Color 

Código de producto

ESPECIFICACIONES TÉCNICAS

Clase de Aislación 1

LÍNEA PROFESIONAL

www.leukiluminacion.com



SINTRA SQ

ARCHIVO .IES

1m 327.23cm242.6,907.0lx

2m 654.47cm60.64,226.7lx

3m 981.70cm26.95,100.8lx

4m 1308.94cm15.16,56.69lx

5m 1636.17cm9.703,36.28lx

6m 1963.41cm6.738,25.19lx

7m 2290.64cm4.950,18.51lx

8m 2617.88cm3.790,14.17lx

9m 2945.11cm2.995,11.20lx

10m 3272.35cm2.426,9.070lx

Height Eavg,Emax DiameterAngle:117.13deg

Flux out:2111 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.
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CURVAS FOTOMÉTRICAS
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UNIT:cd
C0/180,124.3

UNIT:cd

C90/270,118.1

AVERAGE BEAM ANGLE(50%):121.2 DEG
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https://drive.google.com/drive/folders/1g7DdaIOkQyoNb6yC5X25Lc578oyqCBNj?usp=drive_link

